
Double drain with 
easy opening (no 
tools required)

Unions kit included 
(50/63 mm)

See-through Twist- 
Lock strainer cover
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TOLERANCIAS GENERALES DE GRADOS S/DIN 7168 G/M

ESCALA

> 30 < 120

ED.

BOMBA KSX PRO VS

FIRMA

SUSTITUYE A:

DIBUJADO < 6

15/11/17

USADO EN:

± 0,2

ZULIMA

MATERIAL:

± 0,5

NOMBRE

> 1201/1

TOLERANCIAS GENERALES

FECHA DESCRIPCION

Nº DE PLANO:

SUSTITUIDO POR:

COMPROB. ± 0,1

DENOMINACION:

± 0,3

15/11/17

FECHA

> 6 < 30
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K-Flo VSTD
N O T  S O L D  O N L I N E

YEARS OF WARRANTY

TOTALLY
PARTNER

+13

Technical Specifications

Max. water temp. 35°C

Mechanical seal AISI 316, suitable for salt water

Motor-drive specifications Class F, IP55, 50Hz, Brushless VFD

Housing/impeller/strainer/lid PP+GF/Noryl® +GF/PP/SAN®

•• �Smart inverter + Permanent Magnet Motor: electricity saving 
up to 85%* 

•• Extremely quiet
•• �Remote control, even through the smartphone, by connecting 
it to AquaRite® +

•• �180° rotary box for convenient access to the user interface
•• Twist-Lock opening cover for easy maintenance
•• �Union fittings provided, 50 and 63 mm diameter, to fit in any 
existing installation

•• Recommended for pools up to 80 m3**

* �Running at low speed. 
Electricity savings of 65% are generally achieved.

** Running at low speed 24 hours

The right flow for each
application

K-FLO VSTD
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Flow rate (m3/h)

Pressure (mbar)

Type Flow rate* Weight I/O Input 
Power P1

Output 
Power P2 Amperage Item. 

1.5 HP @10 m : 21 m3/h
@8 m : 23.8 m3/h 15 kg 63 mm 1240 W 1100 W 5.9 A SPK12615VSTD 

* at 3000 Rpm

SMART 
RETROFIT KIT

Item Pumps to replace Kit content Kit per box

LPRK Astral Victoria Plus, Astral Victoria Plus Silent, 
Saci Winner

Smart Base 45 (1), Fixing screw (3), 
RC50 (2), O-ring Seal (2) 10

LPRK is valid to retrofit installations Ø50 mm, commonly used for pumps up to 1 HP

x3 x2

x2

x1

LPRK Smart retrofit kit: use it with the K-Flo VSTD to replace easily old pumps on existing installations
NEW


